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Figure 4

C3 - Capacity correction factor for influent Na
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Figure 1

Base capacity (co-flow regeneration)

0.6

0.8

1.0

1.2

1.4

1.6

1.8

0 50 100 150 200 250 300

Regeneration level, g NaCl/l

B
a
s
e
 c

a
p

a
c
it

y
, 

e
q

/l

13

18

23

28

33

38

0 2 4 6 8 10 12 14 16 18

Regeneration level, lb NaCl/ft
3

B
a
s
e
 c

a
p

a
c
it

y
, 

K
g

r/
ft

3

Figure 3

C2 - Capacity correction factor for service flow rate
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Figure 2 

C1 - Capacity correction factor for influent TH
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Figure 9

L3 - Leakage  correction factor for 
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Figure 5

C4 - Capacity correction factor for brine concentration
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Figure 6

Base hardness leakage 
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Figure 7

L1 - Leakage correction factor for Na / Total Cations
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Figure 8

L2 - Leakage correction factor for Total Hardness
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Figure 11

C1 - Capacity correction factor for Total Hardness
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Figure 12

C2 - Capacity correction factor for service flow rate
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Figure 14

C4 - Capacity correction factor for brine concentration
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Figure 13

C3 - Capacity correction factor for resin bed depth
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Figure 10

Base capacity (counter-flow regeneration)
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Figure 16

L1 - Leakage correction factor for Na / Total Cations

0.0

0.5

1.0

1.5

2.0

2.5

3.0

0 20 40 60 80 100

Na / TC, %

L
1

Figure 15

Base hardness leakage
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Figure 17

L2 - Leakage correction factor for Total Hardness
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Figure 18

L3 - Leakage correction factor for 
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Figure 19 

Backwash expansion
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Figure 20 

Pressure drop
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